INSTALLATION GUIDE:
SURFACE MOUNTED BASIN

Installation of this product should be carried out by a licensed plumber. This document is provided as a
general installation guide. Installations in Australia and New Zealand need to adhere to AS/NZS 3500 to
ensure compliance with building/plumbing standards.
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Double check the basin and benchtop measurements.
Place your basin in position to check that it aligns with the
waste hole and that you are happy with the position.

Install your waste according to its type/model. The waste
should be tightened directly against the basin's top and
bottom surfaces, ensuring the pressure is applied to the

basin itself, not transferred between the basin and benchtop.

PLEASE NOTE: WHEN INSTALLING THE WASTE DO NOT
OVER TIGHTEN THE PLUG AND WASTE OR YOU RISK
DAMAGING YOUR BASIN.
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Align the basin with the waste hole and press it onto the
benchtop. Wipe away any excess silicone with a damp cloth.

* All dimensions and weights are estimated. Due to the nature of concrete, there may be

slight variation in colour, finish and weight. Do not scale drawing.
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Make sure that the under side of the basin and the
benchtop are free of dust and debris so that the silicone
can adhere properly to the surface.
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Use a flexible bathroom silicone. Using a rigid sealant may
result in an insufficient bond and/or cracking of the sealant.

Evenly apply the bathroom silicone to the underside of the
basin. Be cautious of applying too much silicone near the
outer edge of the basin or too close to the waste, as this may
cause excess silicone to seep onto the benchtop or waste.

Apply a thin layer of clear silicone to the outside of the basin
where the seam meets the benchtop. Use a paddle pop
stick (wooden stirrer) or a rounded spatula to create a clean,
smooth finish. Carefully wipe away any excess silicone.

Applying silicone to this edge stops water and debris from
accumulating between the basin and the benchtop.
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