
A R I E S  C O N C R E T E  P E D E S T A L  B A S I N
( W I T H O U T  T A P  H O L E )

* All dimensions and weights are estimated. Due to the nature of concrete, there may be 
slight variation in colour, finish and weight. Do not scale drawing. 

I N S T A L L A T I O N  G U I D E :

I n s t a l l a t i o n  o f  t h i s  p r o d u c t  s h o u l d  b e  c a r r i e d  o u t  b y  a  l i c e n s e d  p l u m b e r .  T h i s  d o c u m e n t  i s  p r o v i d e d  a s 
a  g e n e r a l  i n s t a l l a t i o n  g u i d e .  I n s t a l l a t i o n  i n  A u s t r a l i a  a n d  N e w  Z e a l a n d  n e e d  t o  a d h e r e  t o  A S / N Z S  3 5 0 0  t o 

e n s u r e  c o m p l i a n c e  w i t h  b u i l d i n g / p l u m b i n g  s t a n d a r d s .

1. Position the Aries Concrete Pedestal Basin in 
its final location

2. Mark out the location of the basin on the floor 
and wall

3. Pull the basin away from its final location

4. Install the plug waste and trap to the basin 

5. Take measurements of the location of the 
trap drainage connection of the basin. Adjust the 
drainage in the wall or floor to correlate to the 
basin in its final location. 

Horizontal wall waste connections 
Move the basin back into its final location. Keep the basin 
offset from the wall. Align the basin to the marks on the 
wall, push the basin back into position to connect the kee 
seal. Silicone around the base of the basin and wipe off 
any excess.�

Vertical floor waste connections 
Move the basin back into its final location. Before 
lowering, ensure the basin aligns with the waste. Slowly 
lower the basin to the ground, in turn connecting the kee 
seal waste. Silicone around the base of the basin and 
wipe off any excess.
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6. Use a kee seal to connect the basin waste to the plumbing waste connection. 
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1. Position the Aries Concrete Pedestal Basin in its 
final location

2. Mark out the location of the basin on the floor and wall

3. Pull the basin away from its final location

4. Install the plug waste and trap to the basin 

5. Take measurements of the location of the trap 
drainage connection of the basin. Adjust the drainage 
in the wall or floor to correlate to the basin in its final 
location. 

6. Connect the flexi hoses to the tap and feed the flexi 
hoses through tap hole. 
Note: To connect both ends of the flexi hoses the basin 
will need to be slightly off the wall so the void at the 
back of the basin can be accessed. Ensure there’s 
enough length in the flexi hoses to make the connection 
while the basin is off the wall.

7. Connect both ends of the flexi hoses 

Horizontal wall waste connections 
Move the basin back into its final location. Keep the basin 
offset from the wall. Align the basin to the marks on the 
wall, push the basin back into position to connect the kee 
seal. Silicone around the base of the basin and wipe off any 
excess.�

Vertical floor waste connections 
Move the basin back into its final location. Before lowering, 
ensure the basin aligns with the waste. Slowly lower the 
basin to the ground, in turn connecting the kee seal waste. 
Silicone around the base of the basin and wipe off any 
excess.
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8. Use a kee seal to connect the basin waste to the plumbing waste connection. 
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